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2-way sound system (60699) Mercedes Sprinter

incl. subwoofer and amplifi er optional living room speakers

                                       Vehicle base:

          Mercedes Sprinter W907/ W910

Please note:

Power cable and plug are not 

included in the scope of delivery!

Midrange module Carthago Chic c-line/e-line

Tools required

Phillips screwdriver

Torx screwdriver (TX 20/25/30)

Hot glue gun

Plastic wedge

Insulating tape

Wire stripper

Crimping pliers

Side cutter

Optional accessories:

• »plug & play«-Adapter for original Mercedes radio 

    for models without E3D DSP interface (Art.Nr.: 11080)

•  Remote control for controlling the subwoofer 

   and for controlling the sound setup (Art.Nr.: 68495)

•  Jack cable for connecting the TV (Art.Nr.: 84387-75)

•  Bluetooth-Modul extern (Art.Nr.: 68497)

•  Y-adapter (Art.Nr.: 68496)

•  Interference suppression fi lter (Art.Nr.: 68499)

•  Rocker switch (Art.Nr.: 84387-75)

Packing list:

1x mid-high module incl. acoustic fabric cover (left & right), covered

2x „XE26“ neodymium soft dome tweeter Ø 26mm 

2x „XE80“ midrange driver Ø 80mm

2x mid-high frequency crossover incl. cable assembly (art. no.: 7000 FW)

1x mounting kit - Mercedes Sprinter art. no.: 65740

1x cable crossover for centre speaker sheathed

1x 5-channel DSP amplifi er (power level of your choice) incl. 2m ISO cable and installation instructions

1x subwoofer of your choice incl. mounting kit and 4.8m subwoofer cable

bei Soundpaket 2 (69502): 

2x living room boxes of your choice incl. assembly set and assembly instructions, multi-box assembly instructions

1x Mounting kit mid-high module:  2x spax screw 4 x 25

     2x spax screw 4 x 55

                                                                                               2x spax screw 4 x 70

     2x collar screw 3.9 x 16 mm

                             

1x Subwoofer mounting kit:  4x Velcro discs round

                                                                                              4x self-adhesive Velcro pads

                                                                                              4x countersunk screw 3.5x13mm



Assembly instructionsCarthago motorhomes from 2019

Mercedes Sound packages 1 & 2

Jehnert Sound Design    I    Im Michelreis 14    I    72124 Pliezhausen    I    Tel.: 07127-93457-0    I    sounddesign@jehnert.de    I    www.jehnert.de

Art. No.  69501 / 69502, FS: 60699 

Status: 01.03.2024

General installation instructions - must be observed!

Power supply:

The amplifi er must be connected to the body battery with a separate power 
supply. battery with a cable cross-section of 2.5mm2 (for standard 
standard variant)/ 10mm2 (for high power variant) and a fuse protection 
The amplifi er must be supplied with a 20A/30A fuse.

!

!

Radio settings:

To achieve the best sound, all settings on the radio (bass, treble, loudness, 
equalising, etc.) should be set to ZERO or OFF.

Installation instructions:

To avoid vibration noise, secure all cable harnesses with insulating tape or 

similar.
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Overview of cable routing throughout the vehicle

Radio

+ -

Body battery:     - = ground

Living room boxLiving room box

Subwoofer

Verstärker

Mid-high moduleMid-high module

Power cable 12V+

Earth cable

2.5mm2 /20A fuse (standard version)

10mm2 / 30A fuse (high power version).

The position of the body battery, subwoofer and 

amplifi er is not identical in every vehicle! 
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1. General dismantling

1.1. Seats

• Disconnect all plugs on the seats!  Attention: yellow plug: belt tensioner / airbag
(Please switch off  the vehicle ignition, remove the key and disconnect the battery) 

• Remove driver and front passenger seats from the vehicle 4 screws per seat (Important: Disconnect the plug!)

D

1.2. Dismantling the factory amplifi er

• Loosen the screws so that the amplifi er can be removed (See fi g. A/B/C).

• Disconnect the cable from the amplifi er and remove the factory-fi tted amplifi er.  

A B C

1.3. Removing the footwell 

• Remove the fl oor mat in the driver and passenger footwells.
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2. Radio disassembly (Only necessary if no Mercedes E3D interface (DSP preparation) is available)

G

• Remove the cover of the cup holder.

• Disconnect the plug for the hazard warning fl asher button. 

• Pull out the air vents forwards using a lever inside the radius (recess provided) on the left-hand side.  

• Remove the screws behind the air vents.  (see Fig. F)

• Carefully lever out the radio console (display with frame) between the dashboard and plastic panelling, starting with a       

  plastic wedge and moving forwards, disconnect the plug and remove the entire panel.  

A B C

D E

F H
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• Loosen the screws    on the radio and remove the radio. (see fi g. A)

• Remove the radio console (display with frame) and remove the factory-fi tted radio connector plug    (see fi g. B).

3. Preparing the radio adapter cable (Only with High-Power)   

• Disconnect the black and yellow cable after the fuse on the pin connector (ISO cable).

• Loosely insulate the plugs and attach them to the wiring harness.

• Connect the radio adapter cable (item no.: 11080) and ISO cable.

EDC

BA

BA
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4. Connecting the ISO/radio adapter cable  

Radio cable

Radio cable

Cable vehicle

Cable vehicle

ISO

ISO

2
m

 IS
O

 ca
b

le

Molex
Molex

Molex connector for 

connection to the 

amplifi er

Delphi connector for 

connection to the radio 

(Brown) Loudspeaker 

Isoconnection

Plug for 

connection to the 

cable set of the 

vehicle

(remains free)
double ISO plug
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• Route the ISO cable behind the centre console along the cable duct to the front passenger seat.

• Reattach the radio using the four factory screws.

• Unplug the connections for the rear loudspeakers in the seat console of the driver‘s seat.

5. Rear loudspeaker connection

C

BA

BA
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• Connect the connection for the rear loudspeaker.

(Optional) Connection of the TV 

to loudspeakers

Comes from the radio/

amplifi er

C

• Connect the jack cable (can be ordered as an option, art. no.: 84387-75) from the TV to the amplifi er. 
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Optional: Connection of a subwoofer control regulator (URC) and a 

rocker switch (to share the radio when the vehicle ignition is inactive)

• Remove the protective fi lm from the adhesive strip on the back of the URC.

• Briefl y heat the adhesive surface.

• URC an einer geeigneten Stelle ankleben (Vorzugsweise an der Mittelkonsole). 

• Additionally fasten the URC to the centre console with screws, pre-drill the screw holes for this. 

• Drill a small hole underneath the URC to feed the URC connection cable through.

• Also drill a hole for the rocker switch (approx. 1.5 cm).

GF

EDC

BA
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• Feed the rocker switch cable through the hole and lay it along the cable duct with the other cables.

6. Mounting the mid-high modules in the dashboard   

6.1. Dismantling the factory fi tted tweeters

A B

C D

• Remove the cup holder cover from the front using a plastic wedge. (see fi g. A)

• Unclip the cover -> release starting from the inside.

• Carefully loosen the cup holder cover and cut off  the stuck corner with a multicutter. 

(see fi g. B, C and D)

JIH
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A

• Remove the two screws from the storage compartment located under the removed cover.

• Remove the cover of the storage compartment and guide the factory-fi tted connection cable of the loudspeaker 

through the side opening.

  NOTE: on the driver‘s side, the factory-fi tted loudspeaker cable should be a white cable, 

                     a grey one on the passenger side.

• Drill a 10 mm hole in the centre of the cup holder/storage compartment ->ideally use a step drill.

• Feed the connection cable of the tweeter through the drilled hole in the centre of the cup holder. t

E

DCB
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• Replace the cover of the storage compartment and fi t with the factory-fi tted screws 

• Connect the crossover with the factory-fi tted speaker connection cable.

• Connecting the tweeter to the crossover

• Feed the cable from the crossover through the hole in the storage compartment

KJI

HGF



Assembly instructionsCarthago motorhomes from 2019

Mercedes Sound packages 1 & 2

Jehnert Sound Design    I    Im Michelreis 14    I    72124 Pliezhausen    I    Tel.: 07127-93457-0    I    sounddesign@jehnert.de    I    www.jehnert.de

Art. No.  69501 / 69502, FS: 60699 

Status: 01.03.2024

• Fix the MHT module to the panel of the storage compartment with Spax screws 

-> outside: Spax 4x25mm; inside: Spax 4x55mm; inside (windscreen): Spax 4x70mm

1

2

Spax 4 x 25 

Spax 4 x 55 

Spax 4 x 70

1

2

B1

• Check that it is fi rmly seated, then fi t the acoustic fabric cover and press on fi rmly.

A B

C

E F

3

3

• Re-attach the midrange speaker using the 3 pre-assembled 3.9x13mm collar screws. 

• Fix the loudspeaker and the moulded part to the dashboard in the rear corner using a 3.9 x 16 mm collar screw

(see Fig. B)

Fig.: Mid/high module passenger side

D
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7. Mounting the amplifi er  (Connecting the additional components)

• Connect the individual components depending on the design of the system. 

(Bluetooth module, interference suppression fi lter and Y-adapter are not included in the scope of delivery of the 

sound package)

Amplifi er and additional components mounted 

within the seat console of the front passenger seat 

Connection example with Bluetooth module, interference suppression fi lter, Y adapter and integrated TV 

Remote output

+12V / 20mA

Rocker switch

(e.g.. 69499)

Output 3.5mm 

jack plug

+
  -

+           -

Remote in

B
a

tte
ry

+
  
  
+

TV

AMP

y-Adapter

= Power cable

= Earth cable

= AUX cable

Interference suppression fi lter

= Remote

[M
a

ss]

[+
1

2
V

 ]
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+        -

+           -

Remote in

Battery

+
  
  
+

TV

AMP

Interference suppression fi lter

Connection example with Bluetooth module and interference suppression fi lter 

Connection example with integrated TV 

= Stromkabel

= Massekabel

= AUX-Kabel

= Power cable

= Earth cable

= AUX-Kabel

Remote output

+12V / 20mA

Rocker switch

(bspw. 69499)

Output 3.5mm 

jack plug

+
  -

+           -

Remote in

B
a

tte
ry

+
  
  
+

AMP

Interference suppression fi lter

[M
a

ss]

[+
1

2
V

 ]
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• Remove the original cover (see Fig. A)

Lever out the loudspeaker (see Fig. B)

A

B

• Disconnect the cable marked purple and white, insert the cable switch (Fig. C) and reconnect the loudspeaker 

(see Fig. D)

• Finally, reinsert the loudspeaker and clip in the cover

D

C

8. Damping of the centre speaker in the dashboard

Attention: In some vehicles, the original Mercedes connections have been 
swapped. In this case, the connector must be modifi ed as follows:

• If the factory-fi tted speaker connection has a lug at the end of the plug (see Fig. E), carefully cut it off  with a knife 

(siehe Abb. F).

• Repeat this for the plug of the Jehnert centre backer (Fig. G/H) so that the connection between the backer and the 

factory connection cable fi ts.

E F

G H

Note: leave the radio playing while you unplug the centre speaker. No more sound may be played, otherwise 

the emergency system has been interrupted.
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• Connect the subwoofer to the amplifi er using the subwoofer connection cable.

• Place the subwoofer in the seat console and fi x it inside the seat console using the mounting kit supplied.

9. Mounting the subwoofer

10. Assembly 

10.1. Seats

• Reconnect all plugs to the seats!

• Reinstall the driver and passenger seats in the vehicle (Important: Connecting the plug!) 

10.3. Radio 

10.2. All assemblies 

• Lay out the Mercedes rubber mat in the footwell.

• All removed covers in the footwell can be refi tted.

• Refi t the glove compartment and the side covers.

• Re-fasten or re-install any other disassemblies. 

• Refi t the radio in the head unit and screw it tight, then refi t the radio cover.

!
Radioeinstellungen:

Um das beste Klangbild zu erreichen, sollten alle Einstellungen am Radio 

(Bass, Höhen, Loudness, Equalizing, usw.) auf NULL bzw. AUS gestellt sein.
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Notes:  
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Guarantee:

As the manufacturer, we guarantee these sound systems for 2 years from the date of purchase from the specialist dealer. 

Within this warranty period, we will, at our discretion, repair or replace free of charge all defects caused by material or manufacturing faults. 

manufacturing defects. The warranty does not cover damage caused by improper use or installation, wear and tear or tampering by third parties. 

or tampering by third parties. The guarantee does not cover any consequential damage or defects that aff ect the value or usability of the sounds. 

or the usability of the sound systems only insignifi cantly. A warranty obligation is not triggered in the event of damage 

caused by external infl uences. Systems with additional or incorrect mounting holes are excluded from exchange. 

These are damages to the components that cannot be repaired.

Our team in Pliezhausen will be happy to help and advise you at any time:

JEHNERT Sound Design
 »Development and production of car audio systems«

Notes:  


